
From stock 

on request

Metric range

Technical specification HSK form A

Dimensions, mm

Technical specification HSK form A

Dimensions, inch

inch range

information: 

• runout accuracy < 0.004 mm at 2.5 x D1 (max. 50 mm) 
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)

• tool shank h6 or h7 can be used
• Center thread, M8x1.25, for axial length adjustment screw
(screw not included)

• Coolant through on all holders 
• Bore for data carrier

Accessories:

Use preset torque wrench, 6 nm, to ensure 
correct mounting of tools. Part no. 19050

etP HYDro-griP can be used with reducing sleeves.
For additional information see section Accessories.

etP HYDro-griP®

HSk Form a 
- Din 69893

   HsK size Part no. item description      D1       D2     D3           L1        L2 L3 depth T* Weight G 2.5 
ft·lb         kg at rpm

      63 685630-t Hg-1/2"/HSk63a      0.500  0.866      1.713   2.992   1.969 0.709 1.575 55 - 105      1.1 25 000

685640-t Hg-1/2"x100/HSk63a    0.500  0.866      1.713   3.937   2.913 0.709 1.575 55 - 105     1.4 25 000

685670-t Hg-3/4"/HSk63a      0.750  1.181      2.047   3.465   2.441 1.181 2.047 192 - 314    1.3 25 000

685680-t Hg-3/4"x150/HSk63a    0.750  1.181      2.047   5.906   4.882 1.181 2.047 192 - 314    2.3 25 000

685690-t Hg-1"/HSk63a   1.000  1.378      2.323   3.937   2.913 1.339 2.205 354 - 524    1.6 25 000

685700-t Hg-1"x150/HSk63a      1.000  1.378      2.323   5.906   4.882 1.339 2.205 354 - 524    2.7 25 000

685710-t Hg-1 1/4"/HSk63a   1.250  1.654      2.736   4.134   3.110 1.496 2.362 605 - 922    2.0 25 000

     100 685720-t Hg-1/2"/HSk100a    0.500  0.866      1.713   3.110   1.969 0.709 1.575 55 - 105     2.4 14 000

685730-t Hg-1/2"x100/HSk100a     0.500  0.866      1.713   3.937   2.795 0.709 1.575 55 - 105     2.7 14 000

685760-t Hg-3/4"/HSk100a    0.750  1.181      2.047   3.583   2.441 1.181 2.047 192 - 314    2.7 14 000

685770-t Hg-3/4"x150/HSk100a     0.750  1.181      2.047   5.906   4.764 1.181 2.047 192 - 314    3.6 14 000

685780-t Hg-1"/HSk100a       1.000  1.378      2.323   3.740   2.598 1.339 2.205 354 - 524    2.9 14 000

685790-t Hg-1"x150/HSk100a    1.000  1.378      2.323   5.906   4.764 1.339 2.205 354 - 524    4.0 14 000

685800-t Hg-1 1/4"/HSk100a      1.250  1.654      2.736   3.898   2.756 1.496 2.362 605 - 922    3.3 14 000

   HsK size Part no. item description      D1       D2     D3           L1        L2 L3 depth T* Weight G 2.5 
Nm     kg at rpm

      63 685630 Hg-12/HSk63a     12    22       43.5      76     50 18 40 60 - 125       1.1 25 000

685640 Hg-12x100/HSk63a   12    22       43.5     100   74 18 40 60 - 125    1.4 25 000

685650 Hg-16/HSk63a     16    26        48        86     60 28 50 165 - 270   1.2 25 000

685660 Hg-16x125/HSk63a   16    20        48       125   99 28 50 165 - 270   1.8 25 000

685670 Hg-20/HSk63a     20    30        52        88     62 30 52 260 - 425      1.3 25 000

685680 Hg-20x150/HSk63a   20    30        52       150   124 30 52 260 - 425   2.3 25 000

685690 Hg-25/HSk63a     25    35        59       100   74 34 56 480 - 710   1.6 25 000

685700 Hg-25x150/HSk63a   25    35        59       150   124 34 56 480 - 710      2.7 25 000

685710 Hg-32/HSk63a     32    42       69.5     105   79 38 60 820 - 1250     2.0 25 000

    100 685720 Hg-12/HSk100a   12    22       43.5      79     50 18 40 60 - 125    2.4 14 000

685730 Hg-12x100/HSk100a       12    22       43.5     100   71 18 40 60 - 125    2.7 14 000

685740 Hg-16/HSk100a   16    26        48        89     60 28 50 165 - 270   2.6 14 000

685750 Hg-16x125/HSk100a       16    26        48       125   96 28 50 165 - 270   3.1 14 000

685760 Hg-20/HSk100a   20    30        52        91     62 30 52 260 - 425   2.7 14 000

685770 Hg-20x150/HSk100a       20    30        52       150   121 30 52 260 - 425      3.6 14 000

685780 Hg-25/HSk100a   25    35        59        95     66 34 56 480 - 710      2.9 14 000

685790 Hg-25x150/HSk100a       25    35        59       150   121 34 56 480 - 710   4.0 14 000

685800 Hg-32/HSk100a   32    42       69.5      99     70 38 60 820 - 1250     3.3 14 000

the 
original

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. For additional information see section Technical Information.
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From stock 

on request

Technical specification HSK form C

HsK       Part no.         item description       D1         D2     D3        L1         L2       L3 depth T* Weight     G 2.5 
size           Nm       kg        at rpm

 32   705667       Hg-12/HSk32C     12      22       43.5   52        40.5        18    40 60-125    0.4        25 000

  706142           Hg-12x80/HSk32C         12         22           43.5       80        68.5      18       40     60-125     0.8        25 000

  706143           Hg-12x110/HSk32C       12         22           43.5      110       98.5      18       40     60-125     1.1        25 000

  705589           Hg PenCil-12x50/HSk32C       12        19.5           40         85        73.9      50       40     60-125     0.5        25 000

 40   705668       Hg-12/HSk40C     12      22       43.5   52    41.5        18    40 60-125    0.5        25 000

  682800           Hg PenCil-12x50/HSk40C       12        19.5           40       82.5       50       40     60-125     0.5        25 000

    705673       Hg-20/HSk40C     20      30        52     64    52.4        30    52     260 - 425      0.7    25 000  

 50   705716           Hg-20/HSk50C     20      30        52     67    54.5        30    52 260-425    0.8        25 000

Dimensions, mm

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. For additional information see section Technical Information.

information: 
• runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm)

≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)

• tool shank h6 or h7 can be used

• Center thread, M8x1.25, for axial length adjustment screw (screw not included)

• Coolant through on all holders

• Bore for data carrier

Accessories:
Use preset torque wrench, 6 nm, to ensure 
correct mounting of tools. Part no. 19050.

etP HYDro-griP can be used with 
reducing sleeves.
For additional information see section Accessories.

etP HYDro-griP®

HSk Form C - Din 69893

the 
original
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Metric range

Technical specification HSK form C

   HsK size Part no. item description        D1        D2        D3          L1          L2 L3 depth T* Weight G 2.5 
ft·lb           kg at rpm

      40 706094 Hg-1"/HSk40C      1.000    1.378    2.323      2.835     2.343 1.339 2.205 354 - 524      0.9 25 000  

     50 705695 Hg-1"/HSk50C         1.000    1.378    2.323     2.795     2.303 1.339 2.205 354 - 524      1.0 25 000  

Dimensions, inch

inch range
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From stock 

on request

information: 
• runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm) 

≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch) 

• tool shank h6 or h7 can be used

• Center thread, M8x1.25, for axial length adjustment screw (screw not included)

• Coolant through on all holders

• Bore for data carrier

Accessories:
Use preset torque wrench, 6 nm, to ensure 
correct mounting of tools. Part no. 19050.

etP HYDro-griP can be used with 
reducing sleeves.
For additional information see section Accessories.

etP HYDro-griP®

HSk Form C - For HYDroMat® rotary transfer machines

Technical specification HSK form C

    HsK     Part no.      item description         D1      D2         D3           D4           L1        L2         L3 depth T* Weight         G 2.5 
size      Nm        kg      at rpm

   32    705727    Hg-12/HSk32C - HM40      12    22    43.5      40       52   41.5    18      40 60-125        0.4      25 000

   40       706236       Hg SlenDer-12/HSk40C-HM50      12       32          40      50         83.5     73.5       43          40    260-425        0.7      25 000

  706383       Hg-16/HSk40C-HM50       16       26          48      50           62        52         28          50    165-270        0.6      25 000

  706387       Hg-20/HSk40C-HM50       20       32          52      50           64        54         30          52    260-425        0.7      25 000

    705728    Hg-20/HSk40C - HM50      20    30      52        50       64   53.7    30      52 260-425       0.7      25 000

   50    705729    Hg-32/HSk50C - HM63      32    42    69.5      63       85   64.1    38      60 820-1250      1.6      25 000

Dimensions, mm

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. For additional information see section Technical Information.

For 

HYDroMat®
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