
Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
•  Center thread, M5x0.8, for axial length adjustment

 screw (screw not included). Part no. S041.
•  Bore for data carrier

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.

From stock 

on request

Metric range
Technical specification CAT form AD/B

Design        Taper Part no. item description        D1      D2       D3      L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

       40 

4 
4
4
4

683605 HG PENCIL-12x100/CAT40     12 18   40       138    118.95 100 40 60-125   1.1 15 000

4

683615 HG PENCIL-12x150/CAT40     12   40    188    168.95 150 40 60-125    1.4 10 000

4

683635 HG PENCIL-16x75/CAT40       16 25    40       113     93.95 75 50 165-270   1.2 15 000

4

683625 HG PENCIL-16x125/CAT40     16      40       163    143.95 125 50 165-270   1.4 10 000

4

683665 HG PENCIL-20x110/CAT40     20 28.5    40       148    128.95 110 52 260-425   1.6 20 000
683645 HG PENCIL-20x190/CAT40     20    40       228    208.95 190 52 260-425   2.3 10 000

       50 684305     12   40       138    118.95 100 40 60-125   3 14 000
684315     12   40    188    168.95 150 40 60-125    3.2 10 000
684345       20    40       148    128.95 110 52 260-425   3.4 14 000
684355     20    40       228    208.95 190 52 260-425   4.1 10 000

Dimensions, mm

Dimensions, inch

Design 4

Design Taper Part no. item description D1 D2 D3 L1 L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

40 683605-T HG PENCIL-1/2"x100/CAT40 0.500 0.709 1.575 5.433 4.683 3.937 1.575 55-105 1.1 15 000
683615-T HG PENCIL-1/2"x150/CAT40 0.500 0.709 1.575 7.402 6.652 5.906          1.575 55-105 1.4 10 000
683665-T HG PENCIL-3/4"x110/CAT40 0.750 1.163 1.575 5.827 5.077 4.331 2.047 192-314 1.6 20 000
683645-T HG PENCIL-3/4"x190/CAT40 0.750 1.163 1.575 8.976 8.226 7.480 2.047 192-314 2.3 10 000

50 684305-T HG PENCIL-1/2"x100/CAT50 0.500 0.709 1.575 5.433 4.683 3.937 1.575 55-105 3 14 000
684315-T HG PENCIL-1/2"x150/CAT50 0.500 0.709 1.575 7.402 6.652 5.906          1.575 55-105 3.2 10 000
684345-T HG PENCIL-3/4"x110/CAT50 0.750 1.163 1.575 5.827 5.077 4.331 2.047 192-314 3.4 14 000
684355-T HG PENCIL-3/4"x190/CAT50 0.750 1.163 1.575 8.976 8.226 7.480 2.047 192-314 4.1 10 000

Technical specification CAT form AD/B

Inch range

ETP HYDRO-GRIP® PENCIL 
CAT Form AD/B - ASME B5.50 Slim 

and long 
reach

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. 

etP metall 2022 US:layout 1  2022-04-28  12:08  Sida 18
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Information: Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.

From stock 

on request

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert.

Metric range
Technical specification CAT form AD/B Dual Contact

Design      Taper Part no. item description          D1      D2       D3      L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

     40 684845     12   40       150    130.95 100 40 60-125     1.3 15 000
684865     20    40       160    140.95 110 52 260-425   1.8 20 000

Dimensions, mm

Inch range
Technical specification CAT form AD/B Dual Contact

Design     Taper Part no. item description       D1     D2       D3      L1         L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

     40 684845-T     0.500  0.709  1.575        5.906    5.156 3.937 1.575 55-105     1.3 15 000
684865-T   0.750  1.163  1.575   6.299    5.549 4.331  2.047 192-314    1.8 20 000

Dimensions, inch

Dual 
Contact

etP metall 2022 US:layout 1  2022-04-28  12:08  Sida 19

Design 4

4
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ETP HYDRO-GRIP® PENCIL 
CAT Form AD/B - ASME B5.50 Dual Contact

HG PENCIL-12x100/DC-CAT40 
HG PENCIL-20x110/DC-CAT40 

HG PENCIL-1/2"x100/DC-CAT40 
HG PENCIL-3/4"x110/DC-CAT40    

•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
•  Center thread, M5x0.8, for axial length adjustment

 screw (screw not included). Part no. S041.
•  Bore for data carrier



Information: 

•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier - available on request

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.

From stock 

on request

Metric range
Technical specification BT form AD

Design        Taper Part no. item description    D1      D2       D3      L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

       30 683045 HG PENCIL-12x100/BT30        12   40       140    118 100 40 60-125    0.7 15 000
683055 HG PENCIL-12x150/BT30        12   40    190    168 150 40 60-125   1 10 000
684365 HG PENCIL-20x110/BT30   20    40       150    128 110 52 260-425   1.2 20 000
684375 HG PENCIL-20x190/BT30        20    40       230    208 190 52 260-425    1.8 10 000

Dimensions, mm

Technical specification BT form AD

Dimensions, inch

Inch range

Design Taper Part no. item description D1 D2 D3 L1 L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

30 683045-T HG PENCIL-1/2"x100/BT30 0.500 0.709 1.575 5.512 4.646 3.937 1.575 55-105 0.7 15 000
683055-T HG PENCIL-1/2"x150/BT 30 0.500 0.709 1.575  7.480 6.614 5.906                   1.575 55-105 1 10 000

Slim 
and long 

reach

ETP HYDRO-GRIP® PENCIL BT Form AD - JIS B 6339

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. 

etP metall 2022 US:layout 1  2022-04-28  12:08  Sida 25
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From stock 

on request

Metric range
Technical specification BT form AD/B

Design        Taper Part no. item description        D1      D2       D3      L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

       40 683175 HG PENCIL-12x100/BT40   40       145    118 100 40 60-125     1.3 15 000
683115 HG PENCIL-12x150/BT40   40    195   168 150 40 60-125    1.6 0 000
683135 HG PENCIL-16x75/BT40   40       120    93 75 50 165-270    1.4 15 000
683125 HG PENCIL-16x125/BT40   40       170   143 125 50 165-270    1.6 10 000
683155 HG PENCIL-20x110/BT40   40       155   128 110 52 260-425   1.8 20 000
683145 HG PENCIL-20x190/BT40   40       235   208 190 52 260-425   2.4 10 000

       50 684105   40       156    118 100 40 60-110    3.9 14 000
684115   40    206   168 150 40 60-110    4.2 10 000
684145   40       166   128 110 52 260-425   4.4 14 000
684155   40       246     206.5 190 52 260-425     5 10 000

Dimensions, mm

Dimensions, inch

Design Taper Part no. item description D1 D2 D3 L1 L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

40 683175-T HG PENCIL-1/2"x100/BT40 0.500 0.709 1.575 5.709 4.646 3.937 1.575 55-105 1.3 15 000
683115-T HG PENCIL-1/2"x150/BT40 0.500 0.709 1.575 7.677 6.614 5.906 1.575 55-105 1.6 10 000
683155-T HG PENCIL-3/4"x110/BT40 0.750 1.163 1.575 6.102 5.039 4.331  2.047 192-314 1.8 20 000
683145-T HG PENCIL-3/4"x190/BT40 0.750 1.163 1.575 9.252 8.189 7.480  2.047 192-314 2.4 10 000

50 684105-T HG PENCIL-1/2"x100/BT50 0.500 0.709 1.575 6.142 4.646 3.937 1.575 55-105 3.9 14 000
684115-T HG PENCIL-1/2"x150/BT50 0.500 0.709 1.575 8.110 6.614 5.906 1.575 55-105 4.2 10 000
684145-T HG PENCIL-3/4"x110/BT50 0.750 1.163 1.575 6.535 5.039 4.331  2.047 192-314 4.4 14 000
684155-T HG PENCIL-3/4"x190/BT50 0.750 1.163 1.575 9.685 8.130 7.480  2.047 192-314 5 10 000

Technical specification BT form AD/B

Inch range

ETP HYDRO-GRIP® PENCIL
BT Form AD/B - JIS B 6339 Slim 

and long 
reach

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert.

etP metall 2022 US:layout 1  2022-04-28  12:09  Sida 26
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Design 4

Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier - available on request

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.



From stock 

on request

Metric range
Technical specification BT form AD Dual Contact

Design        Taper Part no. item description        D1      D2       D3      L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

       30 684715 HG PENCIL-12x100/DC-BT30     12   40       152    130 100 40 60 -125   0.7 15 000
684935 HG PENCIL-20x110/DC-BT30     20    40       162    140 110 52 260 -425  1.2 20 000  

   40 684745 HG PENCIL-12x100/DC-BT40   12       40          157       130 100 40 60-125     1.4 15 000
684765 HG PENCIL-20x110/DC-BT40   20       40          167       140 110 52 260-425    1.9 20 000

Dimensions, mm

Technical specification BT form AD Dual Contact

Dimensions, inch

Inch range

Design   Taper Part no. item description D1 D2 D3 L1 L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

     30 684715-T HG PENCIL-1/2"x100/DC-BT30 0.500 0.709 1.575  5.984 5.118 3.937  1.575   55 - 105 0.7  15 000  
684935-T HG PENCIL-3/4"x110/DC-BT30 0.750 1.163 1.575  6.378 5.512 4.331   2.047 192 - 314 1.2 20 000  

      40 684745-T HG PENCIL-1/2"x100/DC-BT40 0.500 0.709 1.575 6.181 5.118 3.937 1.575 55-105 1.4 15 000
684765-T HG PENCIL-3/4"x110/DC-BT40 0.750 1.163 1.575 6.575 5.512 4.331  2.047 192-314 1.9 20 000

ETP HYDRO-GRIP® PENCIL 
BT Form AD - JIS B 6339 Dual Contact

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. 

etP metall 2022 US:layout 1  2022-04-28  12:09  Sida 27
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Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier - available on request

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.

Dual 
Contact



From stock 

on request
*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. 

Metric range
Technical specification ISO form AD/B

Design        Taper Part no. item description    D1      D2       D3            L1         L2 L3 depth T* Weight G 2.5 
Nm kg at rpm

       40 684015 HG PENCIL-12x100/ISO40       12   40       137     117.9 100 40 60-125    1.2 15 000
684035 HG PENCIL-12x150/ISO40       12   40   187     167.9 150 40 60-125    1.4 10 000
683995 HG PENCIL-16x75/ISO40   16    40       112   92.9 75 50 165-270   1.2 15 000
683985 HG PENCIL-16x125/ISO40       16    40       162     142.9 125 50 165-270   1.4 10 000
684025 HG PENCIL-20x110/ISO40       20    40       147     127.9 110 52 260-425   1.6 20 000
684045 HG PENCIL-20x190/ISO40       20    40       227     207.9 190 52 260-425   2.3 10 000

       50 684205       12   40       137     117.9 100 40 60-125   3 14 000
684215       12   40   187     167.9 150 40 60-125    3.2 10 000
684245       20    40       147     127.9 110 52 260-425   3.4 14 000
684255       20    40       227     207.9 190 52 260-425    4.1 10 000

Dimensions, mm

Technical specification ISO form AD/B

Dimensions, inch

Inch range

ETP HYDRO-GRIP® PENCIL  ISO Form AD/B - 7388-1

Design Taper Part no. item description D1 D2 D3 L1 L2 L3 depth T* Weight G 2.5 
ft·lb kg at rpm

40 684015-T HG PENCIL-1/2"x100//ISO40 0.500 0.709 1.575 5.394 4.642 3.937 1.575 55-105 1.2 15 000
684035-T HG PENCIL-1/2"x150//ISO40 0.500 0.709 1.575 7.362 6.610 5.906 1.575 55-105 1.4 10 000
684025-T HG PENCIL-3/4"x110//ISO40 0.750 1.163 1.575 5.787 5.035 4.331  2.047 192-314 1.6 20 000
684045-T HG PENCIL-3/4"x190//ISO40 0.750 1.163 1.575 8.937 8.185 7.480 2.047 192-314 2.3 10 000

50 684205-T HG PENCIL-1/2"x100/ISO50 0.500 0.709 1.575 5.394 4.642 3.937 1.575 55-105 3 14 000
684215-T HG PENCIL-1/2"x150/ISO50 0.500 0.709 1.575 7.362 6.610 5.906 1.575 55-105 3.2 10 000
684245-T HG PENCIL-3/4"x110/ISO50 0.750 1.163 1.575 5.787 5.035 4.331  2.047 192-314 3.4 14 000
684255-T HG PENCIL-3/4"x190/ISO50 0.750 1.163 1.575 8.937 8.185 7.480  2.047 192-314 4.1 10 000

Slim 
and long 

reach

etP metall 2022 US:layout 1  2022-04-28  12:09  Sida 31
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Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier.

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.



From stock 

o n request

Metric range
Technical specification HSK form A

Design     HsK size Part no. item description     D1      D2       D3            L1         L2 L3 depth T*      Weight G 2.5 
Nm kg at rpm

       63 683845 HG PENCIL-12x100/HSK63A   12   40         146.5    120.5 100 40 60-125    1.0 15 000
683825 HG PENCIL-12x150/HSK63A   12   40    196.5    170.5 150 40 60-125    1.2 10 000
683785 HG PENCIL-16x75/HSK63A     16    40         121.5     95.5 75 50 165-270    1.1 15 000
683775 HG PENCIL-16x125/HSK63A   16    40         171.5    145.5 125 50 165-270    1.3 10 000
683795 HG PENCIL-20x110/HSK63A   20    40         156.5    130.5 110 52 260-425   1.5 20 000
683805 HG PENCIL-20x190/HSK63A   20    40         236.5    210.5 190 52 260-425   2.1 10 000

      100 683925 HG PENCIL-12x100/HSK100A    12   40       167   138 100 40 60-125    2.5 14 000
683935 HG PENCIL-12x150/HSK100A   40   217   188 150 40 60-125    2.7 10 000
683885 HG PENCIL-16x75/HSK100A   16    40       142   113 75 50 165-270    2.6 14 000
683875 HG PENCIL-16x125/HSK100A    16    40       192   163 125 50 165-270    2.8 10 000
683905 HG PENCIL-20x110/HSK100A     20    40       177   148 110 52 260-425   3.0 14 000
683915 HG PENCIL-20x190/HSK100A    20    40       257   228 190 52 260-425   3.6 10 000

Dimensions, mm

Technical specification HSK form A

Dimensions, inch

ETP HYDRO-GRIP® PENCIL  HSK Form A - DIN 69893

Design HsK Part no. item description D1 D2 D3  L2 L3 depth T* Weight G 2.5 
size ft·lb kg at rpm
63 683845-T HG PENCIL-1/2"x100/HSK63A 0.500 0.709 1.575 5.768 4.744 3.937 1.575 55-105 1.0 15 000

683825-T HG PENCIL-1/2"x150/HSK63A 0.500 0.709 1.575 7.736 6.713 5.906 1.575 55-105 1.2 10 000
683795-T HG PENCIL-3/4"x110/HSK63A 0.750 1.163 1.575 6.161 5.138 4.331  2.047 192-314 1.5 20 000
683805-T HG PENCIL-3/4"x190/HSK63A 0.750 1.163 1.575 9.311 8.287 7.480 2.047 192-314 2.1 10 000

100 683925-T HG PENCIL-1/2"x100/HSK100A 0.500 0.709 1.575 6.575 5.433 3.937 1.575 55-105 2.5 14 000
683935-T HG PENCIL-1/2"x150/HSK100A 0.500 0.709 1.575 8.543 7.402 5.906 1.575 55-105 2.7 10 000
683905-T HG PENCIL-3/4"x110/HSK100A 0.750 1.163 1.575 6.969 5.827 4.331 2.047 192-314 3.0 14 000
683915-T HG PENCIL-3/4"x190/HSK100A 0.750 1.163 1.575 10.118 8.976 7.480 2.047 192-314 3.6 10 000

Slim 
and long 

reach

*) T = Min. and Max. transmittable torque using a h6 cylindrical tool, full depth insert. 

Inch range

etP metall 2022 US:layout 1  2022-04-28  12:09  Sida 36
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Design 4

Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier.

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.



From stock 

o n request

Metric range
Technical specification PSK form

Design     Coupling Part no. item description   D1      D2     D3      L1       L2 L3 depth T*       Weight G 2.5 
size Nm kg at rpm

       C4 683235 HG PENCIL-12x100/C4       12    40   138 100 40 60-125    0.6 15 000
683245 HG PENCIL-12x150/C4       12    40    188 150 40 60-125   0.8 10 000

       C5 683335 HG PENCIL-12x100/C5       12    40   138     118 100 40 60-125   0.7 15 000
683305 HG PENCIL-12x150/C5       12    40    188     168 150 40 60-125   0.9 10 000
683295 HG PENCIL-16x75/C5   16     40   113   93 75 50 165 -270  0.8 15 000 
683285 HG PENCIL-16x125/C5       16     40   163     143 125 50 165-270     1 10 000
683345 HG PENCIL-20x110/C5       20     40   148     128 110 52 260 -425  1.2 20 000
683355 HG PENCIL-20x190/C5       20     40   228     208 190 52 260 -425  1.9 10 000

Dimensions, mm

Slim 
and long 

reach

ETP HYDRO-GRIP® PENCIL PSK Form - ISO 26623-1

*) T = Min. and Max transmittable torque using a h6 cylindrical tool, full depth insert. 
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683455 HG PENCIL-12x100/C6   12   40       140   118 100 40 60-125   1.1 15 000
683415 HG PENCIL-12x150/C6   12   40    190   168 150 40 60-125   1.3 10 000
683405 HG PENCIL-16x75/C6      16    40       115     93 75 50 165 -270  1.2 15 000
683395 HG PENCIL-16x125/C6   16    40       165   143 125 50 165 -270  1.4 10 000
683465 HG PENCIL-20x110/C6   20    40       150   128 110 52 260 -425  1.6 20 000
683425 HG PENCIL-20x190/C6   20    40       230   208 190 52 260 -425  2.2 10 000
683525 HG PENCIL-12x100/C8   12   40       152   122 100 40 60-125    2.2 14 000
683545 HG PENCIL-12x150/C8   12   40    202   172 150 40 60-125   2.4 10 000
683505 HG PENCIL-16x75/C8      16    40       127     97 75 50 165 -270  2.3 14 000
683495 HG PENCIL-16x125/C8   16    40       177   147 125 50 165 -270  2.5 10 000
683535 HG PENCIL-20x110/C8   20    40       162   132 110 52 260 -425  2.6 14 000
683555 HG PENCIL-20x190/C8   20    40       242   212 190 52 260 -425  3.3 10 000
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Design 4

Information: 
•  runout accuracy ≤ 0.004 mm at 2.5 x D1 (max. 50 mm),
≤ 0.00016 inch at 2.5x D1 (max. 1.969 inch)
≤ 0.007 mm at 2.5 x D1 at length l1 > 125 mm
≤ 0.00028 inch at 2.5x D1 at length l1 > 4.921 inch

•  tool shank h6 or h7 can be used
•  Coolant through on all holders
• Center thread, M5x0.8, for axial length adjustment

screw (screw not included). Part no. S041.
•  Bore for data carrier - available on request

Accessories:
Use preset torque wrench, 6 Nm, to ensure correct 
mounting of tools. Part no. 19050.

ETP HYDRO-GRIP PENCIL can be used with 
reducing sleeves.
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